
YRO RSD used in 1 MW Solar Project in iloiIo, Philippines

YRO RSD used in 0.8 MW Solar Project in Vietnam





Tripping Characteristics

YRL7-63DC SERIES
Polarity DC Miniature 
Circuit Breaker

Contact Configuration

YRL7-63DC series polarity DC miniature 

c i rcu i t breaker are main ly used in 

photovoltaic, energy storage and other 

DC systems that need to be interrupted 

and protected when overcurrent or short 

circuit occurs.

Application

Full current specification

High breaking capacity

Adapt to high and low temperature
environment  

Long mechanical and electrical life 

Flame retardant material, safer

Maximum rated voltage 1000VDC,
rated current up to 63A 

Advantages

Note:
1) The polarity type DC breaker must connect according to the above wiring direction.
2) The "+"and "-"means current direction which is from "+"to "-".
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Technical Data

YRL7-63DC SERIES
Polarity DC Miniature Circuit Breaker

(800V 4.5kA)

(800V 4.5kA)
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Accessories

Reduction Coefficient

1.242 1.223 1.204 1.182 1.161 1.143 1.127 1.103 1.079 1.063 1.047 1 0.984 0.968 0.952 0.922 0.904 0.891 0.872 0.844

Polarity DC Miniature Circuit Breaker
YRL7-63DC SERIES
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Polarity DC Miniature Circuit Breaker
YRL7-63DC SERIES

Dimensions
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